
 

 

 

GWR SIGNAL BOX B 70-13L WITH LCC 73-31 BALCONY ADDED AND HIPPED ROOF BUILD WITH BM 70-00. 

FLOOR CUT OUT FROM LCC 74-48 TO MATCH THE SIZE OF STOCK FLOOR FROM THE KIT (TO GET WOOD 

PLANK EFFECT). 

PAINTED IN APPROXIMATION TO THE BLUE ANCHOR STATION SIGNAL BOX IN SOMERSET 

BUILD TIME APPROX 12 HOURS, PAINTING TIME APPROX 18 HOURS 

GLUE USED: 

 GORILLA WOOD GLUE 

 SUPERGLUE FOR PAINTED PARTS 

 EVERBUILD CONTACT ADHESIVE FOR GLAZING 



PAINTS USED: 

 RAILMATCH ACRYLIC 2423 MIXED WITH RAILMATCH ACRYLIC 2424 IN 9 TO 1 RATIO. PAINTED IN TWO 

COATS ONTO THE BRICKWORK 

 HUMBROL ENAMEL 32 USED FOR ENGINEERING BRICKS. 

 BRICK BASE MODEL WITHOUT WINDOWS SPRAYED WITH GENEROUS COAT OF PAINT FACTORY YACHT 

VARNISH. 

 RAILMATCH ACRYLIC 2122 USED UNDILUTED FOR MORTAR. APPLIED GENEROUSLY, WIPED INTO ALL 

OF THE MORTAR LINES THEN WIPED OFF WITH KITCHEN CLOTH. 

 SIGNAL BOX INSIDE PAINTED WITH PHOENIX PRECISION PAINTS P21. LIGHT STONE AND HUMBROL 

ENAMEL 186 

 WINDOWS PAINTED WITH RAILMATCH ENAMEL 421 MATT WHITE 

 WINDOW FRAMES PAINTED WITH PHOENIX PRECISION PAINTS P22. DARK STONE. 

 TOP WINDOWS WOODWORK AND DOORS PAINTED WITH PHOENIX PRECISION PAINTS P21. LIGHT 

STONE 

 STAIRCASE AND BALCONY PAINTED WITH PHOENIX PRECISION PAINTS P21. AND P22. 

 STAIRCASE, BALCONY, AND WINDOWS PAINTED WITH PAINT FACTORY MATT CLEAR VARNISH (CAN 

SAYS ITS MATT BUT IT GIVES SATIN FINISH WHICH IS WHAT I WANTED) 

 FLOOR CUT OUT OF LCC 74-48 AND PAINTED WITH HUMBROL ENAMEL 94 

 ROOF PUT TOGETHER WITH MODIFIED LCC 73-27 COMBINED WITH TWO LCC 73-28. ROOF TILES 

MADE WITH BM 70-00 

 ROOF PAINTED SPRAYED WITH HALFORDS GREY PRIMER AS BASE COAT. MATT BLACK THINNED 

DOWN AND APPLIED TO THE ROOF TO DARKEN IT THEN WIPED OFF.  

 INTERIOR MODIFIED BY LOWERING THE SHELF AND SHORTENING LEVERS. INTERIOR PAINTED WITH 

VARIOUS ENAMEL PAINTS BY HUMBROL, REVELL, RAILMATCH, AND PHOENIX PRECISION.  

 CHIMNEY PAINTED THE SAME WAY AS WALLS. SPRINKLED WITH BLACK WEATHERING POWDER AND 

SEALED WITH MATT VARNISH. 


