
 

 

OO GAUGE 

GWR STANDARD STATION LOOSELY BASED ON HAGLEY STATION NEAR 

STOURBRIDGE ON THE BORDER OF WEST MIDLANDS AND 

WORCESTERSHIRE. 

PAINTED IN APPROXIMATION TO THE HAGLEY STATION AS SEEN ON 

PICTURES ONLINE (TYPICAL GWR STATION COLOUR SCHEME). 

BUILD TIME APPROX 10 HOURS 

PAINTING TIME APPROX 12 HOURS 

GLUE USED: 

 ELMER’S GLUE-ALL 

 SUPERGLUE FOR PAINTED PARTS 

 EVERBUILD CONTACT ADHESIVE FOR GLAZING 

 

 



PAINTS USED: 

 HYCOTE RED OXIDE PRIMER SPRAYED IN TWO COATS 

 COAT OF YAHT VARNISH FROM RATTLE CAN (CHEAP STUFF 

FROM LOCAL HARDWARE STORE) 

 RAILMATCH 605 GWR ROOF WHITE USED UNDILUTED TO 

HIGHLIGHT MORTAR LINES (APPLIED GENEROUSLY AND THEN 

WIPED OFF) NOT HAPPY WITH HOW BRICKWORK TURNED OUT, 

TOO PATCHY IN PLACES. WOULD WORK BETTER WITH ACRYLIC 

PAINT. 

 PHEONIX P953 USED TO DRYBRUSH BRICKWORK 

 RAILMATCH 1407 MATT VARNISH SPRAYED OVER BRICKWORK IN 

A MODEST COAT 

 RAILMATCH 606 USED AS LIGHT STONE 

 RAILMATCH 607 USED AS DARK STONE (NOT HAPPY WITH THE 

SHADE, TOO LIGHT AND NOT ENOUGH RED PIGMENT) 

 GLAZING – POLYESTER ACETATE FROM LCUT CREATIVE 

RANGE GLUED TO WINDOWS WITH EVERBUILD CONTACT 

ADHESIVE 

 DOOR HANDLES PAINTED WITH PHEONIX P984 

 ROOF BASE COAT PAINTED WITH HUMBROL 98 

 ROOF WASHED WITH HEAVILY THINNED DOWN MATT BLACK 

RAILMATCH 

 CHIMNEYS BASE COATED WITH PHEONIX P953 

 MORTAR LINES PAINTED WITH DILITED REVELL AQUA COLOR 

361 05 

 ROOF SEALED WITH RAILMATCH 407 MATT VARNISH 

 MOSS GLUED IN PATCHES WITH GORILLA GLUE (OPTIONAL 

STEP, WORKS BETTER IN O GAUGE) 

 ROOF GLUED TO BASE BUILDING WITH SUPERGLUE 


